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Multimedia Display
Techical Drawing

   

 Mechanical Dimensions (ATOM01 CPU Unit) 
Dewhurst Part Number: ATOM01-000-0-40-900 

 
 

 
 
 
 
Note 1: The ATOM01-000 CPU unit can be used to output video signals to 01 or 02 Open Frame Screens via a HDMI cable.  
Note 2: In a Dual OF setup, first OF screen may be powered by CPU Unit while 2nd must be powered by a DC PSU 
 
Note 3: The minimum mounting clearance required for cable entry is indicated by the red boxes.  
             This clearance is required for main screens as well 
 
 
 



 

    v.04/26 wwww.dewhurst-global.com

 Mechanical Dimensions (10.4” Main Screen) 
Dewhurst Part Number: ATOM01-104-7-40-940 (Rev C & D) 

   
Note 1: Dimensions are subject to change 
Note 2: Mounting brackets are detachable and can be mounted on short ends 
Note 3: Mirroring to an Open Frame screen is possible, powered by Main Screen. Same size recommended. 
Note 4:  Recommended maximum HDMI cable length is 5m 
Note 5: Standoff available for mounting of lens to screen. Len is Included.  
Note 6: Window cut-out should reference the lens cut-out 

Note 7:   Landscape mode   Portrait mode 
Note 8: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please indicate your preference 
if the unit is to be mounted on the left panel  
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 Mechanical Dimensions (10.4” Main Screen Stud & Window Opening)  
Compatible with ATOM01-104-7-40-940 (Rev C & D) 

 

Note 1:  Dimensions are subject to change 
Note 2: Window cut-out is recommended dimension only. 

  



 

Mechanical Dimensions (10.4” OF Screen)  
Dewhurst Part Number: OF-104-914H  Rev B 

 

 
 

Note 1: Dimensions are subjected to change 

Note 2: Detachable standard mounting brackets  

Note 3: Dual-screen options available. Two OF screens + ATOM CPU or 1 OF Screen + 1 ATOM Main Screen 

Note 4: Recommended maximum HDMI cable length is 5m 

Note 5: Standoff available for mounting of lens to screen. Len is included 

Note 6: Window cut-out should reference the lens cut-out (if any) 

Note 7:   Landscape mode   Portrait mode 

Note 8: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please 

indicate your preference if the unit is to be mounted on the left panel 
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Mechanical Dimensions (10.4” OF Screen Stud & Window Opening) Rev B 

 
 

 

 

 

Note 1:  Dimensions are subject to change 

Note 2: Window cut-out is recommended dimension only. 
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Mechanical Dimensions (10.4” Lens)  

Dewhurst Part Number: 134-P-A-A78 
 
 

 
Note 1:  Dimensions are subject to change 

Note 2: Applicable for both main and Open Frame screens 

Note 3: Lens is attached directly to the screen and is independent of the screen mounting holes 

Note 4: Countersunk hole in lens to mount to screen 

Note 5: Window cut-out should reference lens cut-out, +0.5mm (tolerance) 
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 Mechanical Dimensions (12” Main Screen)  

Dewhurst Part Number: ATOM01 -121-7-40-940 (Rev C & D) 

   

 
 
 

Note 1: Dimensions are subject to change 
Note 2: Mounting brackets are detachable and can be mounted on short ends 
Note 3: Mirroring to an Open Frame screen is possible, powered by Main Screen. Same size recommended. 
Note 4:  Recommended maximum HDMI cable length is 5m 
Note 5: Standoff available for mounting of lens to screen. Len is Included.  
Note 6: Window cut-out should reference the lens cut-out 

Note 7:   Landscape mode   Portrait mode 
Note 8: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please indicate your preference 
if the unit is to be mounted on the left panel  
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 Mechanical Dimensions (12.1” Main Screen Stud & Window Opening) 
Compatible with ATOM01-121-7-40-940 (Rev C & D) 

 

  
 

 
Note 1:  Dimensions are subject to change 
Note 2: Window cut-out are recommended dimension only. 

  



 

Mechanical Dimensions (12.1” OF Screen) 

Dewhurst Part Number: OF-121-914H  Rev C 

 

Note 1: Dimensions are subjected to change 

Note 2: Detachable standard mounting brackets  

Note 3: Dual-screen options available. Two OF screens + ATOM CPU or 1 OF Screen + 1 ATOM Main Screen 

Note 4: Recommended maximum HDMI cable length is 5m 

Note 5: Standoff available for mounting of lens to screen. Len is included 

Note 6: Window cut-out should reference the lens cut-out (if any) 

Note 7:   Landscape mode   Portrait mode 

Note 8: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please 

indicate your preference if the unit is to be mounted on the left panel 
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Mechanical Dimensions (12.1” Open Frame Screen Stud & Window Opening) Rev C 

 
 

 

 

Note 1:  Dimensions are subject to change 

Note 2: Window cut-out is recommended dimension only. 
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Mechanical Dimensions (12.1” Lens) 

Dewhurst Part Number: 134-P-A-C59 
 

 
 

 
Note 1:  Dimensions are subject to change 

Note 2:  Applicable for both main and Open Frame screens 

Note 3:  Lens is attached directly to the screen and is independent of the screen mounting holes 

Note 4:  Countersunk hole in lens to mount to screen 

Note 5:  Window cut-out should reference the lens cut-out, +0.5mm (tolerance) 
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 Mechanical Dimensions (15” Main Screen) 
Dewhurst Part Number: ATOM01 -150-7-40-940 (Rev C & D)

 

 

 
Note 1: Dimensions are subject to change 
Note 2: Mounting brackets are detachable and can be mounted on short ends 
Note 3: Mirroring to an Open Frame screen is possible, powered by Main Screen. Same size recommended. 
Note 4:  Recommended maximum HDMI cable length is 5m 
Note 5: Standoff available for mounting of lens to screen. Len is Included.  
Note 6: Window cut-out should reference the lens cut-out 

Note 7:   Landscape mode   Portrait mode 
Note 8: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please indicate your preference 
if the unit is to be mounted on the left panel  
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 Mechanical Dimensions (15” Main Screen Stud & Window Opening) 
Compatible with ATOM01-150-7-40-940 (Rev C & D) 

  
 

 
Note 1:  Dimensions are subject to change 
Note 2: Window cut-out are recommended dimension only. 

 



 

Mechanical Dimensions (15” OF Screen) 

Dewhurst Part Number: OF-150-914H   Rev B 
 

 
Note 1: Dimensions are subjected to change 

Note 2: Detachable standard mounting brackets  

Note 3: Dual-screen options available. Two OF screens + ATOM CPU or 1 OF Screen + 1 ATOM Main Screen 

Note 4: Recommended maximum HDMI cable length is 5m 

Note 5: Standoff available for mounting of lens to screen. Len is included 

Note 6: Window cut-out should reference the lens cut-out (if any) 

Note 7:   Landscape mode   Portrait mode 

Note 8: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please 

indicate your preference if the unit is to be mounted on the left panel 

  

This 
Side 
Up This 

Side 
U

p 
 

    v.04/26 wwww.dewhurst-global.com



 

Mechanical Dimensions (15” OF Screen Stud & Window Opening) Rev B 

 
 

 

 

Note 1:  Dimensions are subject to change 

Note 2: Window cut-out is recommended dimension only. 
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Mechanical Dimensions (15” Lens)  

  Dewhurst Part Number: 134-P-A-A85 

 
Note 1:  Dimensions are subject to change 

Note 2:  Applicable for both main and Open Frame screens 

Note 3:  Lens is attached directly to the screen and is independent of the screen mounting holes 

Note 4:  Countersunk hole in lens to mount to screen 

Note 5:  Window cut-out should reference the lens cut-out, +0.5mm (tolerance) 
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Mechanical Dimensions (15.6” OF Screen) 

Dewhurst Part Number: OF-156-914H   Rev C 
 

 

 
 

Note 1:  Dimensions are subject to change 

Note 2:  Detachable standard mounting brackets are used for all sizes 

Note 3:  Available in split unit solution (ATOM01-000 + Open Frame Screen) connected via HDMI port 

Note 4:  Dual screen option available by two OF screens only, 1st powered by 12V output port from CPU module 

ATOM01-000, 2nd powered by PSU (to order separately) 

Note 5:  Recommended maximum HDMI cable length is 5m 

Note 6:  Len is Included. 

Note 7:  Window cut-out should reference the lens cut-out (if any) 

Note 8:   Landscape mode   Portrait mode 

 

Note 9: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please 

indicate your preference if the unit is to be mounted on the left panel  
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Mechanical Dimensions (15.6” Stud & Window Opening) 

 

 
 
 
Note 1:  Dimensions are subject to change 

Note 2: Window cut-out are recommended dimension only. 
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Mechanical Dimensions (15.6” Lens) 

Dewhurst Part Number: 134-P-A-B92 

 
 
 
 
Note 1:  Dimensions are subject to change 

Note 2:  Window cut-out should reference the lens cut-out, +0.5mm (tolerance) 
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Mechanical Dimensions (18.5” OF Screen) 

Dewhurst Part Number: OF-18.5-914H     Rev C 
 

  
Note 1:  Dimensions are subject to change 

Note 2:  Detachable standard mounting brackets are used for all sizes 

Note 3:  Dual screen option available by two OF screens only, 1st powered by 12V output port from CPU module 

ATOM01-000, 2nd powered by PSU (to order separately) 

Note 4:  Recommended maximum HDMI cable length is 5m 

Note 5:  Standoff available for mounting of lens to screen. Len is Included. 

Note 6:  Window cut-out should reference the lens cut-out (if any) 

Note 7:   Landscape mode   Portrait mode 

 

Note 8: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please 

indicate your preference if the unit is to be mounted on the left panel  
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Mechanical Dimensions (18.5” Stud & Window Opening) 

 

 
 
 
Note 1:  Dimensions are subject to change 

Note 2:  Window cut-out are recommended dimension only. 
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Mechanical Dimensions (18.5” Lens) 

Dewhurst Part Number: 134-P-A-B93 
 

 
 
 
 
Note 1:  Dimensions are subject to change 

Note 2:  Window cut-out should reference the lens cut-out, +0.5mm (tolerance) 
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Mechanical Dimensions (21.5” OF Screen) 

Dewhurst Part Number: OF-215-914H    Rev B 
 
 

 
 

Note 1:  Dimensions are subject to change 

Note 2:  Detachable standard mounting brackets are used for all sizes 

Note 3:  Dual screen option available by two OF screens only, 1st powered by 12V output port from CPU module 

ATOM01-000, 2nd powered by PSU (to order separately) 

Note 4: Recommended maximum HDMI cable length is 5m  

Note 5:  Standoff available for mounting of lens to screen. Len is Included. 

Note 6:  Window cut-out should reference the lens cut-out (if any) 

Note 7:   Landscape mode   Portrait mode 

Note 8: Recommended mounting location for portrait orientation is in the right panel for a better viewing angle. Please 
indicate your preference if the unit is to be mounted on the left panel  
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Mechanical Dimensions (21.5” Lens) 

Dewhurst Part Number: 134-P-A-B19 
 

 
 
 
 
 

Note 1:  Dimensions are subject to change 

Note 2:  Lens is attached directly to the screen and is independent of the screen mounting holes 

Note 3:  Countersunk hole in lens to mount to screen 

Note 4:  Window cut-out should reference the lens cut-out, +0.5mm (tolerance) 
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Mechanical Dimensions (21.5” Stud & Window Opening) 

 
 
 
Note 1:  Dimensions are subject to change 

Note 2: Applicable for both Main and Open Frame screens 

Note 3: Window cut-out are recommended dimension only. 
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