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Sweeping Dial
Techical Drawing
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UP TO 10 LEGENDS AT 30mm HIGH
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HERITAGE:
DIAL & ARROW - HERITAGE FINISH METALIC 2K TEXTURE TO 'GOLDEN •
BRONZE GB5' 
LEGENDS - FACED IN SATIN BRASS.•
BACKGROUND - MATTE BLACK STAINLESS STEEL.•

MODERN:
DIAL - SATIN STAINLESS STEEL•
ARROW - POLISHED STAINLESS STEEL•
LEGENDS & EMBELISHER - FACED IN POLISHED STAINLESS STEEL.•
SURROUND - SATIN CHROME 2K FINISH.•

DECO:
DIAL - BLACK CHROME STAINLESS STEEL•
ARROW - POLISHED STAINLESS STEEL•
LEGENDS & EMBELISHER - FACED IN POLISHED BRASS.•
SURROUND - SATIN CHROME 2K FINISH.•
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MOUNTING BACKBOX
WITH PUSH-FIT FIXINGS

WIRE ENTRY
SLACK LOOP REQUIRED.

2.0mm STAINLESS BACKPLATE

CAVETY FIXING FOR BACKBOX

FRONT FIXING
FOR BACKBOX

DIAL REMOVAL SLOT

CL

OPTIONAL ILLUMINATION

SEE BACKBOX DETAIL.
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FRONT FIXING TAB
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NOTES:

WIRE ENTRY SLACK LOOP REQUIRED1.
BACKBOX MAY BE FIXED IN BACKBOX CAVITY 2.
VIA SLOTS PROVIDED
BACKBOX MAY ALSO BE FIXED VIA WING TABS 3.
ON DIAL MOUNTING FACE VIA HOLES PRIVDED
DIAL MOUNTS TO BACKBOX VIA PUSH-FIT 4.
SECRET FIXINGS.
TO REMOVE USE SLOT PROVIDED AT TOP.5.

BACKBOX DETAIL




